MIXTURE REQUIREMENTS

LOCATION(S): EAST PLEASANT HILL ROAD, GIANT CITY ROAD, WARREN ROAD
MIXTURE USE(S): HOT-MIX ASPHALT SURFACE

AC/PG: PG 64-22

RAP 7 (MAX): 10%

DESIGN_AIR VOIDS: 4% @ Nogs 70

(CRADATION WIXTURER | Ib %5 OR 1L 12.5

FRICTION AGGREGATE: | MIXTURE D

MIXTURE WEIGHTS

112 LBS/SY/INCH THICKNESS

MIXTURE REQUIREMENTS

LOCATION(GS):

EAST PLEASANT HILL ROAD, GIANT CITY ROAD,‘ WARREN ROAD

MIXTURE USE(S):

HOT-MIX. ASPHALT BINDER COURSE

AC/PG: PG 64-22
RAP 7 (MAX): 15%

DESIGN AIR VOIDS: 47 @ Npes 70
MIXTURE COMPOSITION: 1L 19.0
(GRADATION MIXTURE): : :
FRICTION AGGREGATE: - .| NONE

MIXTURE WEIGHTS

112 LBS/SY/INCH THICKNESS

MIXTURE REQUIREMENTS

[CocATIONG:

GIANT CITY ROAD

MIXTURE USE(S):

LEVELING BINDER (MACHINE METHOD)

AC/PG: PG 64-22
RAP % (MAX): 10%
DESIGN AIR VOIDS: 47 © Npes 70

MIXTURE COMPOSITION:

(GRADATION MIXTURE):

IL 9.5 OR IL 12.5

FRICTION AGGREGATE:

NONE

MIXTURE WEIGHTS

| 112 LBS/SY/INCH THICKNESS

MIXTURE_REQUIREMENTS

LOCATION(S):

[GIANT CITY ROAD

MIXTURE USE(S):

HOT-MIX. ASPHALT SHOULDERS (BOTTOM LIFT)

AC/PG: PG 58-22
RAP_ 7 (MAX): 257 .
DESIGN AIR . VOIDS: 47 @ Npes 70
MIXTURE COMPOSITION: - |1 “4q 5

(GRADATION MIXTURE):

FRICTION AGGREGATE:

MIXTURE WEIGHTS

112 LBS/SY/INCH THICKNESS

MIXTURE REQUIREMENTS

LOCATION(S):

GIANT CITY -ROAD

MIXTURE USE(S):

HOT-MIX ASPHALT SHOULDERS (TOP LIFT)

AC/PG: PG 64-27
RAP % (MAX): 107

DESIGN: AIR VQIDS: 4% @ Npes 70
MIXTURE COMPOSITION: ~
(GRADATION MIXTURE): | I- 85 ORIL 125
FRICTION AGGREGATE: MIXTURE D

MIXTURE WEIGHTS

112 LBS/SY/INCH THICKNESS

MIXTURE REQUIREMENTS

LOCATION(SY: DRIVEWAYS

MIXTURE USE(S): INCIDENTAL HOT-MIX ASPHALT SURFACING
AC/PG: PG 64-22

RAP 7 (MAX): 154

DESIGN AIR VOIDS: 47 e Noes 70

(GRADATION MIXTURE):

MIXTURE COMPOSITION:

IL- 9.5 OR IL 12.5

FRICTION AGGREGATE:

MIXTURE C

MIXTURE - WEIGHTS

112 LBS/SY/INCH THICKNESS

MIXTURE REQUIREMENTS

LOCATION(S): GIANT CITY ROAD

MIXTURE USE(S): HOT-MIX ASPHALT -BASE COURSE
AC/PG: PG 58-22 )

RAP 7 (MAX): 257

DESIGN AIR VOIDS: 47 Noes 70

MIXTURE COMPOSITION: {1 1g ¢

(GRADATION MIXTURE): ’

FRICTION AGGREGATE: NONE

MIXTURE WEIGHTS

112 LBS/SY/INCH THICKNESS
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CONTRACT NO. 99219

LEGEND

@ EXISTING AGGREGATE BASE

@ EXISTING BITUMINOUS PAVEMENT

@ EXISTING BITUMINOUS AGGREGATE MIXTURE SHOULDER
@ COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

@ HOT-MIX ASPHALT BINDER. COURSE, IL~-19.0, N70
(2'/4" THICKNESS)

@ AGGREGATE BASE COURSE, TYPE A (8" THICKNESS)

() HOT-MIX ASPHALT SURFACE COURSE, MIX "D,
N70 (2" THICKNESS)

HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70
(3¥4"" THICKNESS)

@ AGGREGATE SHOULDERS, TYPE A (6’ THICKNESS)
@ BITUMINOUS ‘MATERIALS (PRIME - COAT)

@ AGGREGATE BASE COURSE, TYPE A (4” THICKNESS)
AGGREGATE (PRIME COAT)

@ HOT-MIX ASPHALT BASE COURSE, (8" THICKNESS)
HOT-MIX ASPHALT SHOULDER 6

STRIP REFLECTIVE CRACK CONTROL

€0 LEVELING BINDER (MACHINE METHED) N70 (VARIABLE
DEPTH) (1/4" MIN)

m BITUMINOUS "CONCRETE - SHOULDER REMOVAL (INCIDENTAL TO EARTH

EXCAVATION)
% 'S.E. SLOPE OR 4.0%Z WHICHEVER IS GREATER

*% ALGEBRAIC DIFFERENCE. BETWEEN SHOULDER SLOPE AND
SEP%RELEVATION RATE NOT TO EXCEED 8.07% WITH A MAXIMUM SLOPE
OF 4.0%
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MIXTURE REQUIREMENTS
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JACKSON COUNTY




